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DECLARATION OF PERFORMANCE Nr. 0006EN/07/2022 

 

 

 

 

 Unique identification code of product type:                   WINDOW FOIL STROXX DuoSL2000/9 active 

 

Intended use or uses:                                                           WINDOW FOIL STROXX DuoSL2000/9 active  is used as a window foil to                                                  

regulate water vapor transmission.  

                                                                                                                 

 

Producer:                                                                 .                "REIMPEX KAUNAS" UAB 

                                   Kauno g. 10, Ramuciu km., Karmelavos sen., Kauno raj., LT-54466, Lietuva       

    info@reimpex.lt                                                                                                            

 

System  of assessment and verification of  

constancy performance:                                                                                       SYSTEM 3 

 

Harmonized norm:                                                                                                 EN 13984  

 

Notified body:                                                                                            IMBiGS Nr. ident.   1454 
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Declared performance: 

 

 

 

Appropriate technical documentation or special technical documentation: https://reimpex.lt/ 

The performance of the product identified above is in accordance with the set of declared performance. This declaration of 
performance shall be issued in accordance with Regulation (EU) No 305/2011 under the sole responsibility of the manufacturer 
identified above. On behalf of the manufacturer, signed: 

 

On behalf of the manufacturer, signed:....................................................................................................................... 

 

Place , Date : ................................................................................... 
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Essential characteristics Unit Performance 
Specyfication / harmonized 

norm 

Thickness  [mm] 0,46 EN 1849-2:2019 

Mass per unit area [g/m2] 230 EN 1849-2:2019 

Reaction to fire (without adhesive) 
Class 

E 
EN 13501-1+A1:2010 

Reaction to fire (with adhesive) F 

Waterthigtness — 2000Pa / tight EN 1928:2002 met. B 

Water vapor stream density  [kg/(m2*s)] Avg. value = 2,92*10-8   EN 1931:2002 met. B 

Impact resistance [mm] 200 EN 12691:2018-5 met. A ,B 

Joint strength (longitudinal) [N] 100 
EN 12317-2:2010 

Joint strength (transverse) [N] 140 

Strength for longitudinal tearing [N] avr. 100 
EN 12310-1:2001 

Strength for transverse tearing [N] avr. 125 


